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Available colours. 

Note: colours shown 
are for guidance only.  

Mobile protective screens 
303/B2 and 303/B3  
 
 
These mobile x-ray protective screens have a solid panel design with a lead core. All screens are finished on both sides 
with a high pressure, plastic laminate. Protection across the shield is 2.2 mm lead equivalent. Screens have robust legs 
with braked, swivel castors, and are fitted with handles for easy movement. 
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303/B2/90 
 
 
> Size: 200 x 90 cm (height from the floor x width). 
> Lead equivalent throughout: Pb 2.2 mm. 
> Featuring a flush glazed vision panel with a  

25 cm x 25 cm viewing area. 
> The centre of the lead glass window is 150 cm  

from the floor.  
> Product weight: 110 kg (approximate). 

 

303/B3/90 
 
 
> Size: 200 x 90 cm (height from the floor x width). 
> Lead equivalent throughout: Pb 2.2 mm. 
> Featuring a flush glazed vision panel with a  

62 cm wide x 25 cm high viewing area. 
> The centre of the lead glass window is 150 cm  

from the floor.   
> Product weight: 110 kg (approximate). 

 
 

004  
White 

006  
Cream 

026  
Light grey 

019  
Dark grey 

003  
Pink 

014 
Turquoise blue 
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